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P R I C E  &  P R O D U C T  G U I D EA P P L I C A T I O N  G U I D EI N D E XW H A T  I S  D O S S I E R

DIMENSIONS
INCHES / MM PRICING

 D W VENEER FLINTWOOD

 32 / 813 60 / 1524 10736 10410
 32 / 813 66 / 1676 10945 10600
 32 / 813 72 / 1829 11152 10789
 32 / 813 78 / 1981 11462 11083
 32 / 813 84 / 2134 11671 11272
 32 / 813 90 / 2286 11980 11563
 32 / 813 96 / 2438 12187 11753 

 36 / 914 60 / 1524 11036 10693
 36 / 914 66 / 1676 11252 10890
 36 / 914 72 / 1829 11467 11090
 36 / 914 78 / 1981 11784 11390
 36 / 914 84 / 2134 12003 11588
 36 / 914 90 / 2286 12322 11888
 36 / 914 96 / 2438 12537 12085
 
If Rectangular Grommet, Painted is specified,  add 228 for each grommet
If Rectangular Grommet, Satin Nickel (A) is specified,  add 282 for each grommet
If Round Grommet, Ebony (E) is specified,  add 166 for each grommet
If Round Grommet, Satin Nickel Coordinate (I) is specified,  add 241 for each grommet

Modesty Panel  
Position

A 4" Recessed

B 8" Recessed

Grain 
Direction

 H Horizontal

V Vertical 

Depth 

32, 36

Width  
(6" increments)

60 - 96

Finish  

Flintwood

Natural Veneer

CWS  Custom 
Wood 
Stain

PRODUCT OPTIONS

Grommet Style & Location Grommet Finish 

A  Satin Nickel

7 Platinum

V Very White

E Ebony

X Anthracite

2 Burnished Bronze

S Sepia Bronze

M Graphite

F Titanium Grey

1 Gilded Ash

N No Grommet

A  Rectangular 
Grommet Left

B  Rectangular 
Grommet Right

C  Rectangular 
Grommet 
Centered

D  Round Grommet 
Left

E  Round Grommet 
Right

F  Round Grommet 
Centered

G  Rectangular 
Grommet Left 
and Right

H  Rectangular 
Grommet Left 
and Center

I  Rectangular 
Grommet Right 
and Center

J  Round Grommet 
Left and Right

K  Round Grommet 
Left and Center

L  Round Grommet 
Right and Center

SAMPLE ORDER CODE

ZJSH A V 36 78 VE B V

Z J S H
Height-Adjustable Standard Desk 

with Full Modesty

WHAT’S INCLUDED
1 worksurface, 1 stationary modesty and surround, 1 moving modesty, height adjustable 
mechanism, height adjustable switch, worksurface grommet (if specified), standard 
integrated wire management includes modesty grommet, wire looms, 1 Vertical Wire 
Carrier, four-outlet power bar, metal cable tray

NOTES
Height Adjustable Range: 29" - 50".

Right default HA Switch location, with pilot holes for left orientation.

Vertical Wire Carrier can be installed on the left or right.

There is a 1" gap under moving surfaces to avoid pinch points.

Flush or partial modesty options are not available.

After cable routing through the desk, the HA mechanism will have approximately 
two feet of cable leftover to reach a wall or floor receptacle. The power bar will have 
approximately four feet leftover.




