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H N B C D F
Navigate Desk Edge Screen – Fabric

Height 

13, 22

Width 

46, 52, 58, 64, 70, 76, 82

Screen Finish 

P	 Panel Fabric

U	 Upholstery Fabric

Bracket Finish 

Foundation

Mica

Accent

PRODUCT OPTIONS

SAMPLE ORDER CODE

HNBCDF 13 48 T149 91

DIMENSIONS
INCHES / MM	 PRICING
 
			   Panel Fabric (P)

	 H	 W	 A/COM	 Gr. 1	 Gr. 2	 Gr. 3	 Gr.4	 Gr. 5
	 13 / 330	 46 / 1168	 793	 803	 819	 868	 904	 941
	 13 / 330 	 52 / 1321	 841	 853	 869	 928	 969	 1008
	 13 / 330 	 58 / 1473	 901	 914	 934	 1002	 1045	 1092
	 13 / 330 	 64 / 1626	 980	 995	 1015	 1091	 1143	 1195
	 13 / 330 	 70 / 1778	 1101	 1120	 1143	 1226	 1283	 1340
	 13 / 330 	 76 / 1930	 1053	 1071	 1098	 1189	 1252	 1313
	 13 / 330 	 82 / 2083	 1160	 1180	 1206	 1305	 1374	 1444 

	 22 / 559	 46 / 1168	 981	 1000	 1022	 1110	 1172	 1232
	 22 / 559	 52 / 1321	 1057	 1076	 1105	 1206	 1279	 1347
	 22 / 559	 58 / 1473	 1155	 1177	 1210	 1324	 1406	 1485
	 22 / 559	 64 / 1626	 1244	 1269	 1305	 1434	 1524	 1611
	 22 / 559	 70 / 1778	 1329	 1358	 1398	 1542	 1641	 1737
	 22 / 559	 76 / 1930	 1400	 1433	 1475	 1630	 1738	 1848
	 22 / 559	 82 / 2083	 1489	 1522	 1570	 1738	 1858	 1973

If Mica/Accent is specified,  add 29

Pricing is continued on the following page.

The Navigate Desk Edge Screen - Fabric mounts directly to the worksurface to create 
privacy and physical separation at any height on a Navigate Height-Adjustable Bench 
worksurface.

WHAT’S INCLUDED
1 fabric screen, mounting hardware.

NOTES
All Desk Edge Screens mount flush to the rear edge of the worksurface. Desk edge 
accessories can not be used along the rear edge of the worksurface. Wire management on 
the surface should be managed by the use of cut outs and grommets (ordered separately).

Worksurfaces should be specified with a resultant depth clearance of 5".

13" Height provides visual privacy when used with Standard Electric base mechanism.

22" Height provides visual privacy when used with Extended Electric base mechanism.




